Appearance and design patented, counterfeiting not allowed!
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SPECIFICATION AND SIZE :

AK150
AK200
AK300
AK3250

MONA - AK PUMP

Q (m3h)
220V 63mm
220V 63mm

220V/380V 43mm
220V/380V 63mm

1T.1KW
1.5KW
2.2KW
2.6KW

ance for Pool and Hot Spring

AK Series Pump

FEATURES:

- IP55 waterproof standard

- Big flow rate.

- Quiet.

- Maximum working pressure up to 6kg/cm?

- 316 stainless steel shaft

- Graphite/ceramic mechanical seal

- Suitable for maximum hot water temperature up to 70°C

PUMP DIMENSION :
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20.8kg 700 221 378
22.0kg 700 221 378
24.0kg 700 221 378
25.0kg 700 221 378
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MODEL DESCRIPTION PIPING FLOWRATE*

AKI50 1.5 HP/220V 2" 23.5 m3/Hr

AK200 2 HP/220V 2" 27.6 m3/Hr

AK300 3 HP/220V 2" 34.8 m3/Hr

AK300-380V 3 HP/380V 2" 34.8 m3/Hr

AK350-380V 3.5 HP/380V 2" 39.0 m3/Hr

*calculated at head 10m
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