
A WHOLE NEW 
SPECTRUM OF CLEAN

The most advanced way to keep pool water clean, 
AOP is convenient and uses less chlorine

X- SERIES 200 X-SERIES 500 X-SERIES 350



Water Doesn’t Get 
Cleaner Than This

Combines the most effective water quality 
technologies to create the most advanced 

cleaning agent for your pool*

THE MOST ADVANCED WAY TO 
KEEP POOL WATER CLEAN

Your water will never be cleaner than when you add AOP to your pool. 
Combining the powerful technologies of UV-C and Ozone, Jandy X-Series 
AOP Systems, powered by DEL® technology, offer superior oxidation to rid 

your pool of what chlorine alone can’t.



CCS #16534

Quick and Easy Install
Blink and you might miss it… With 

just the twist of two unions and three 
wires, you’re done!

Simplifies Pool Maintenance
Fewer chemicals means  

less time balancing levels

NSF Certified
True NSF 50 Certification to eradicate 

99.9% of influent bacteria*
*NSF certification applies to in-line models only

The Right Fit
Three options to suit any size pool

Off-line model available, not pictured here

Spend more time enjoying 
your pool, and less time 

doing maintenance

AOP oxidizes contaminants 
in the water so they can be 

filtered out better

Work Less. 
Play More.

Creates Crystal 
Clear Water
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SPECIFICATIONS

DIMENSIONS

Jandy X-Series AOP 200 / 350 Jandy X-Series AOP 500

Jandy® AOP X200 Jandy AOP X350 Jandy AOP X500
Part Number JAOPX200 JAOPX350 JAOPX500
Mains Supply 110/240 VAC 50/60Hz, 1φ, 0.9 A 110/240 VAC 50/60Hz, 1φ, 1.1 A 240 VAC 60Hz, 1φt, 0.6 A
Wattage 99 W (110V), 216 W (240V) 121 W (110V), 264 W (240V) 144 W (240V)
Plumbing Inlet & Outlet 2” PVC unions Inlet & Outlet 2” PVC unions Inlet & Outlet 2” PVC unions
Flow Rate (NSF certified) 30 GPM 40 GPM 50 GPM
Max Pool Volume 25,000 gal 40,000 gal 50,000 gal
Mounting Floor (Florida Building Code Wind Force Category 1 Compliant) 
Enclosure CSA/NEMA 3 | Indoor/Outdoor Installation
Dimensions 24.3”H x 12.5”W x 13.4”D 24.3”H x 12.5”W x 13.4”D 28”H x 17”W x 10.5”D
Weight (Shipping) 54 lb. 54 lb. 55 lb.
UV-C Lamp Low pressure / 16 000 h / High output UV-C
UV Wavelength 254 nm 254 nm 254 nm
Ozone Cells 1 Corona discharge cell 2 Corona discharge cells 3 Corona discharge cells
Ozone Output 200 mg/h 350 mg/h 500 mg/h
Certifications NSF/ANSI/CAN Standard 50 supplemental sanitizer - CCS#16534 | UL listed US & Canada
MDV Unit* MDV XL In-Line (P/N=JMDVIN)
*MDV (Mixing Degas Vessel) is required for indoor & covered pools, optional for others

Ozone Outputิาคนิสสัหร
(Code)

าคนิสยาบิธอาํค
(Description)

JAOPX200 200 mg/HrJANDY X-Series 200 - AOP Systems for Swimming Pool 200 m3
Jandy X-Series 200 - ระบบฆา่เชื้อโรคระบบ AOP (UV+Ozone) 
สําหรับสระว่ายน�า 100 m3

JAOPX350
350 mg/HrJandy X-series 350

Jandy X-Series 350 - ระบบฆา่เชื้อโรคระบบ AOP (UV+Ozone) 
สําหรับสระว่ายน�า 150 m3

JAOPX500*
500 mg/HrJandy X-series 500

Jandy X-Series 500 - ระบบฆา่เชื้อโรคระบบ AOP (UV+Ozone) 
สําหรับสระว่ายน�า 200 m3

JMDVOFF
-Jandy MDV Offline for X-series 200

กระบอกดักก๊าซโอโซน แบบ Offline สําหรับ JANDY X-SERIES 200

MDV-100J-01
-Jandy MDV Inline for X-series 350, 500

ถังดักก๊าซโอโซน แบบ Inline สําหรับ JANDY X-SERIES 200, 350 และ 500




